PRIME ZINC PRODUCT DATA SHEET

TYPE:  Single pack ready to use, organic zinc compound with 

              70% zinc dust in the dry film.

FINISH: Silver metallic sheen

APPLICATION: Zinc rich coating for ferrous and non ferrous

                Surfaces.

COVERAGE: Aerosol: 50 SF per can at 1 mil dry film thickness

                 Gallon: 600 SF at 1 mil dry film thickness.

VOC/LBS/GAL. Gallon: 5.54/Aerosol: 5.21

TEMPERATURE: 50-100F (10-45C) continuous. Once applied

                   -40 to 400F (-18C to 204C)

Dry TIME: To touch, 15-30 minutes at 70F (21C)

TOPCOATING: After 24-48 Hrs. depending on atmospheric con-

                    ditions, may be topcoated with enamel, silicones,

                    Acrylic, latex, polyurethane,  do not use lacquers or

                     Alkyd type.

SHELF LIFE: one year minimum.

PACKAGING: Gallon and 14 oz ( 397 grams)  aerosol cans

SPECIFICATIONS: Meets requirements of ASTM-780;

                     MIL-P-26915C;  P-21035A.

APPLICATION:

                      -BRUSHING :  Stir frequently, use as received in can.

                      -AEROSOL: Shake well, use as is, invert can and clear nozzle after each use.

· SPRAYING: Connect hose directly to pump, no filter assembly required, use least pressure possible. No reduction required (airless type).

SURFACE PREPARATION: 

                       -   GREASE OR OILS:   Solvent clean

· RUST SCALE: Power tool

· MILL SCALE: Sandblast

